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LV SerieS 

Product Features
•	 Quiet	indoor	&	outdoor	functions
•	 Econo-mode	decreases	power		

consumption	when	other		
appliances	need	more	power

•	 Intelligent	eye	for	wall-mounted	
units	senses	occupancy	and	
changes	to	energy-saving	mode	
when	space	is	unoccupied

•	 Rapid	heating	or	cooling
•	 Titanium	Apatitie	air-purifying	filter		

for	wall-mounted	units	only
•	 Weekly	timer	with	24-hour	on/off	timer	

for	wall-mounted	units	only

•	 Refrigerant	leakage	detection
•	 Wide-angle	louvers	&	airflow	

dual	flaps	on	wall-mounted	units
•	 Vertical	&	horizontal	auto-

swing	&	3-D	airflow	on	
wall-mounted	units

•	 Comfort	mode	on	wall-
mounted	units

•	 Automatic	operation
•	 Program	dry	function
•	 Self-diagnosis	with	digital	display	
•	 Anti-corrosion	treatment

Up to 24.5 SEER pERfoRmancE

HigH-EfficiEncy  
Slim-DUct & Wall-moUntED  

DUctlESS SyStEmS
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SpecificationS for Wall-Mounted unitS

LV Series High-Efficiency System Performance

Nominal Tons 0.75 Ton 1.0 Ton 1.25 Ton 1.5 Ton 2.0 Ton

Cooling Capacity (Rated) BTU/h 9,000 12,000 15,000 18,000 21,500

Cooling Capacity (Min – Max) BTU/h 4,400 – 10,600 4,800 – 13,800 5,800 – 18,000 5,800 – 21,600 7,800 – 25,800

Heating Capacity (Rated) BTU/h 12,000 14,400 18,000 21,600 25,400

Heating Capacity (Min – Max)  BTU/h 4,400 – 15,600 4,800 – 18,000 5,800 – 22,300 5,800 – 26,700 7,800 – 31,400

SEER / EER (95°F) 24.5 / 15.3 23 /12.8 20.6 / 14.4 20.3 / 12.7 20 / 12.5

HSPF 12.5 12.5 11.6 11 10.6

COP (47°F) 4.46 4.35 4 3.7 3.37

Power Supply (Voltage-Phase-Hz) 208/230V-1-60 208/230V-1-60 208/230V-1-60 208/230V-1-60 208/230V-1-60

Minimum Circuit Amps A 8.00 8.75 13.75 13.75 17.50

Maximum Overcurrent Protection A 15.0 15.0 20.0 20.0 20.0

Power Consumption - Cooling W 590 940 1,040 1,420 1,720

Power Consumption - Heating W 790 970 1,320 1,710 2,210

Operating Current - Cooling A 3.6 - 3.3 4.9 - 4.4 5.2 - 4.7 7.1 - 6.4 8.4 - 7.6

Operating Current - Heating A 4.4 - 3.9 4.9 - 4.5 6.5 - 5.9 8.4 - 7.6 10.7 - 9.7

Indoor Units - FTXS_LVJU Wall-Mounted Units

Model Name FTXS09LVJU FTXS12LVJU FTXS15LVJU FTXS18LVJU FTXS24LVJU 

Moisture Removal gal/h 0.3 0.5 0.8 1.0 1.2

Airflow-Wet (H/M/L/SL) CFM 381/279/194/145 403/307/205/155 568/477/385/360 583/484/385/360 643/494/350/328

Airflow-Dry (H/M/L/SL) CFM 420/321/233/219 438/335/240/212 593/505/417/371 625/526/431/399 699/572/445/403

Sound Pressure - Cooling (H/M/L/SL) dB(A) 41/33/25/22 45/37/29/23 45/40/35/32 46/41/36/33 51/44/37/34 

Sound Pressure - Heating (H/M/L/SL) dB(A) 42/35/28/25 45/39/29/26 43/38/33/30 45/40/35/32 48/42/37/34  

Piping Connections

Liquid (O.D.) in. Ø 1/4 Ø 1/4 Ø 1/4 Ø 1/4 Ø 1/4

Gas (O.D.) in. Ø 3/8 Ø 3/8 Ø 1/2 Ø 1/2 Ø 5/8

Condensate Drain in. Ø 5/8 Ø 5/8 Ø 5/8 Ø 5/8 Ø 5/8 

Dimensions (H x W x D) Inch 11⅝ x 31½ x 8⁷/₁₆ 13⅜ x 41⁵/₁₆ x 9¾

Net Weight lbs. 20.0 22.0 31.0 31.0 31.0

Outdoor Units - RXS_LVJU Heat Pump

Model Name RXS09LVJU RXS12LVJU RXS15LVJU RXS18LVJU RXS24LVJU 

Sound Pressure Level - Cooling dB(A) 47/43  49/44  47/44 49/46 52/49 

Sound Pressure Level - Heating dB(A) 48/44  49/45  48/45 49/46 52/49 

Operating Range - Cooling °F DB 14 - 115 14 - 115 14 - 115 14 - 115 14 - 115

Operating Range - Cooling with  
Optional Wind Baffle

°F DB 0 - 115 0 - 115 0 - 115 0 - 115 0 - 115

Operating Range - Heating °F DB 5 - 77 5 - 77 5 - 77 5 - 77 5 - 77

Max. Piping Length ft. 65.6 65.6 98.4 98.4 98.4

Max. Piping Height ft. 49.2 49.2 65.6 65.6 65.6

Dimensions (H x W x D)   in. 21⅝ x 30⅛ x 11¼ 28¹⁵/₁₆ x 32½ x 11¹³/₁₆ 30⁵/₁₆ x 35⁷/₁₆ x 12⅝ 

Net Weight lbs. 75 75 104 104 159
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SpecificationS for SliM-duct unitS

LV Series Standard-Efficiency System Performance

Nominal Tons 0.75 Ton 1.0 Ton

Cooling Capacity (Rated) BTU/h 8,500 11,500

Cooling Capacity (Min – Max) BTU/h 4,400 - 8,500 4,800 - 11,500

Heating Capacity (Rated) BTU/h 10,000 11,500

Heating Capacity (Min – Max)  BTU/h 4,400 - 10,000 4,800 - 11,500

SEER / EER 15.1 / 11.2 15.5 / 9.1

COP 3.45 3.51

HSPF 10.3 10.4

Power Supply (Voltage-Phase-Hz) 208/230V-1-60 208/230V-1-60

Minimum Circuit Amps A 8.00 8.75

Maximum Overcurrent Protection A 15 15

Power Consumption - Cooling W 760 1,260

Power Consumption - Heating W 850 960

Operating Current - Cooling A 4.6 - 4.2 6.4 - 5.8

Operating Current - Heating A 4.5 - 4.1 4.9 - 4.4

Indoor Units: FDXS_LVJU Slim-Duct Built-in Concealed Ceiling Units

Model Name FDXS09LVJU FDXS12LVJU

External Static Pressure in. W.G. 0.12 0.12

Moisture Removal gal/h 2.5 4.0

Airflow-Wet (H/M/L/SL) CFM 305/280/260/235 305/280/260/235

Airflow-Dry (H/M/L/SL) CFM 305/280/260/235 305/280/260/235

Sound Pressure - Cooling (H/M/L) dB(A) 35/33/31 35/33/31

Sound Pressure - Heating (H/M/L) dB(A) 35/33/31 35/33/31

Piping Connections

Liquid (O.D.) in. Ø 1/4 Ø 1/4

Gas (O.D.) in. Ø 3/8 Ø 3/8

Condensate Drain in. Ø 25/32 Ø 25/32 

Dimensions (H x W x D) in. 7⅞ x 27⁹⁄₁₆ x 24⁷⁄₁₆ 7⅞ x 27⁹⁄₁₆ x 24⁷⁄₁₆

Net Weight lbs. 47.0 47.0

Outdoor Units: RXS_LVJU Heat Pump

Model Name RXS09LVJU RXS12LVJU

Sound Pressure Level - Cooling dB(A) 47/43 49/44 

Sound Pressure Level - Heating dB(A) 48/44 49/45 

Operating Range - Cooling °F DB 14 - 115 14 - 115

Operating Range - Cooling with Optional Wind Baffle °F DB 0 - 115 0 - 115

Operating Range - Heating °F DB 5 - 77 5 - 77

Max. Piping Length ft. 65.6 65.6

Max. Piping Height ft. 49.2 49.2

Dimensions (H x W x D)   in. 21⅝ x 30⅛  x 11¼ 21⅝ x 30⅛  x 11¼

Net Weight lbs. 75.0 75.0
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diMenSionS — indoor unitS
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diMenSionS — indoor unitS
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diMenSionS — outdoor unitS
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Dimensions — outDoor unit

RXS24LVJU

35-7/16 MINIMUM SPACE FOR AIR PASSAGE
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FTXS09/12LVJU

FTXS15/18/24LVJU
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CIRCUIT

NOTE THAT OPERATION WILL RESTART 
AUTOMATICALLY IF THE MAIN POWER SUPPLY 
IS TURNED OFF AND THEN BACK ON AGAIN.

BZ
C101, C102
FG
F1U
H1P~H3P
MR10
M1F
M1S~M3S
PCB1~PCB4
R1T, R2T
S1~S49
SW1
V1
X1M

: BUZZER
: CAPACITOR
: FRAME GROUND
: FUSE
: PILOT LAMP
: MAGNETIC RELAY
: FAN MOTOR
: SWING MOTOR
: PRINTED CIRCUIT BOARD
: THERMISTOR
: CONNECTOR
: OPERATION SWITCH
: VARISTOR
: TERMINAL STRIP
: PROTECTIVE GROUND

C: 3D058246F
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SIGNAL 
RECEIVER

WIRELESS 
REMOTE 

CONTROLLER

INTELLIGENT EYE 
SENSOR

RTH1 
R1T

LED3 
H3P

LED2 
H2P

LED1 
H1P

TRANSMISSION 
CIRCUIT

FU1 
F1U

NOTE THAT OPERATION WILL RESTART 
AUTOMATICALLY IF THE MAIN POWER SUPPLY 
IS TURNED OFF AND THEN BACK ON AGAIN.

BZ
C101, C102
FG
F1U
H1P~H3P
MR10
M1F
M1S~M3S
PCB1~PCB4
R1T, R2T
S1~S49
SW1
V1
X1M

: BUZZER
: CAPACITOR
: FRAME GROUND
: FUSE
: PILOT LAMP
: MAGNETIC RELAY
: FAN MOTOR
: SWING MOTOR
: PRINTED CIRCUIT BOARD
: THERMISTOR
: CONNECTOR
: OPERATION SWITCH
: VARISTOR
: TERMINAL STRIP
: PROTECTIVE GROUND

C: 3D060942H

Wiring diagraMS — indoor unitS
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Wiring diagraM — indoor unit

FDXS09/12LVJU

X1M
A1P 11BLK

A2P
H1 2WHT 2 →F1U 3V1TR RED 3 OUTDOOR3.15A

LED LEDLED S1 S26 GRNH211
FIELD WIRING.

H3PH2PH1P GRN/YLW
TERMINAL FOR
CENTRALIZED CONTROL

H3
CAUTION( )

GND NOTE THAT OPERATION WILL
RESTART AUTOMATICALLY IF
THE MAIN POWER SUPPLY IS
TURNED OFF AND THEN BACK
ON AGAIN.

6 3 1S21S1W S1

SIGNAL
RECEIVER

RED BLKS71010
1 GRY YLWRTH1 S322 1 2 1 3 C1

WHT
BRNBRNt°

Mt° 1~ Q1MPPLR1T
INDOOR 130°CBLUR2T M1F

: PROTECTIVE GROUND
C1 : CAPACITOR (M1F)
F1U : FUSE

WIRELESS 
REMOTE 

CONTROLLER

TRANSMISSION 
CIRCUIT

         : PILOT LAMP    H1P~H3P
         : FAN MOTORM1F
         : PRINTED CIRCUIT BOARDA1P~A2P
         : THERMAL PROTECTOR (FOR MOTOR)Q1M
         : THERMISTORR1T~R2T

S1~S32, RTH1        : CONNECTOR
         : OPERATION SWITCHS1W
         : TRIACV1TR
         : TERMINAL BLOCKX1M

C: 3D073998B
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RXS09/12LVJU

RXS15/18LVJU

NOTE
1. REFER TO THE NAMEPLATE FOR THE POWER REQUIREMENTS.

CAPACITOR:C5, C6, C119
DIODE BRIDGE:DB1, DB2, DB3
FUSE:FU1, FU2, FU3
INTELLIGENT POWER MODULE:IPM1, IPM2
LIVE:L1 L2
COIL:L1 VARISTOR:V1, V2, V3S10, S11, S20, S40
REACTOR:L1R TERMINAL STRIP:X1MS70, S80, S90, S100
COMPRESSOR MOTOR:M1C ELECTRONIC EXPANSION VALVE COIL:Y1E

CONNECTOR:S110, HL3, HN3, X11AFAN MOTOR:M1F REVERSING SOLENOID VALVE COIL:Y1S
THERMISTOR:R1T, R2T, R3TMAGNETIC RELAY:MRCW, MR30, MRM10, MRM20 FERRITE CORE:Z1C, Z2C, Z3C
SURGE ABSORBER:SA1OVERLOAD PROTECTOR:Q1L GR PROTECTIVE GROUND:
FORCED COOLING OPERATION SWITCH (SW1):SW1PRINTED CIRCUIT BOARD:PCB1, PCB2, PCB3 GROUND:

FIELD WIRING
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Z1CMSMS110
N=4 V3~Q1L

UR1T R2T R3T
WSW1 MSY1E (OUTDOOR) (DISCHARGE) 3~M1F M1CPCB3 (CONDENSER)

3D074402A

FIELD WIRING
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NOTE S80 t° t°t° Q1LCAPACITOR: M1. C7, C8 V
MSMS
3~IN CASE OFDIODE BRIDGE:DB1, DB3 RE

D
RE

D UR1T R2T R3T WCOOLING ONLYFUSE:FU1, FU2, FU3 Y1E (DISCHARGE)(OUTDOOR) MS
3~TYPE M1F M1CY1SINTELLIGENT POWER MODULE:IPM (CONDENSER)

LIVE:L1, L2
REACTOR:L803, L804 VARISTOR:V1, V2, V3PRINTED CIRCUIT BOARD:PCB1, PCB2
COMPRESSOR MOTOR:M1C TERMINAL STRIP:X1MS10, S11, S12, S20
FAN MOTOR:M1F S40, S70, S80, S90 ELECTRONIC EXPANSION VALVE COIL:Y1E
MAGNETIC RELAY:MRCW, MRM10, MRM20, MR30 CONNECTOR:HL3, HN3, X11A REVERSING SOLENOID VALVE COIL:Y1S
OVERLOAD PROTECTOR:Q1L FERRITE CORE:Z1C, Z2C, Z3C, Z4CTHERMISTOR:R1T, R2T, R3T

PROTECTIVE GROUND:GRSURGE ABSORBER:SA1
GROUND:, 3D072837

Wiring diagraMS — outdoor unitS
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Wiring diagraM — outdoor unit

RXS24LVJU
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1 51 S1025S52
R1TR2TR3TPCB2

M
Y1SS2 (OUTDOOR) (DISCHARGE)LED A Y1E

(CONDENSER)
SW4SW1

OUTDOOR
Z1C~Z6C
X1M, X2M
Y1E
V2, V3, V5, V9, V100
SA2
FU1, FU2, FU3
AC1, AC2
U, V, W, X11A
E1, E2
HR1, HR2

: FERRITE CORE
: TERMINAL STRIP
: ELECTRONIC EXPANSION VALVE COIL
: VARISTOR
: SURGE ABSORBER
: FUSE

: CONNECTOR

MRM10, MRM20
MRC/W, MR30
R1T~R3T
S2~S102
LED A

: MAGNETIC RELAY
: THERMISTOR
: CONNECTOR
: PILOT LAMP

L1, L2
SW1
SW4

: LIVE
: FORCED COOLING OPERATION SWITCH (SW1)
: LOCAL SETTING SW (SW4)

M1C
M1F
L1R
Q1L
PM1
PCB1, 2
Y1S
SHEET METAL
GR

: COMPRESSOR MOTOR
: FAN MOTOR
: REACTOR
: OVERLOAD PROTECTOR
: POWER MODULE
: PRINTED CIRCUIT BOARD
: REVERSING SOLENOID VALVE COIL
: TERMINAL STRIP FIXED PLATE
: PROTECTIVE GROUND
: GROUND

3D074292
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Our	continuing	commitment	to	quality	products	may	mean	a	change	in	specifications	without	notice.	
©	2013		•		 		•		Houston,	Texas		•		Printed	in	the	USA.	

acceSSorieS

Indoor Unit

Wired Controller BRC944B2

Condensate Pump MP3000DU23

Daikin ENVi Intelligent Thermostat DACA-TS1-1

Outdoor Unit

Mounting Bracket BS520440

Air Adjustment Grille (09/12 MBH) KPW937D4

Air Adjustment Grille (15/18/24 MBH) KPW945A4


